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https://support.steampowered.com/kb_article.php?ref=2001-UXCM-4439&l&l

http://www.icaros.comHTC VIVE Setup

The ICAROS software and hardware is compatible with the systems: HTC Vive, Oculus Rift and Samsung Gear VR
This manual describes the setup of the HTC VIVE system for the ICAROS Pro

For basic settings of the HTC Vive, first check the ‘HTC Vive Pre: Installation Guide‘ from Steam VR Support
https://support.steampowered.com/kb_article.php?ref=2001-UXCM-4439&l&l or  Google → ‘HTC Vive Pre: Installation Guide‘
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ICAROS GmbH 2017 | Fraunhoferstr. 5 | 82152 Martinsried | www.icaros.com | info@icaros.com | +49 89 414182133 | All rights reserved 

HTC Vive Base Station A

Monitor

PC

HTC Vive Headset

ICAROS Pro

HTC Vive Base Station B

Place both base stations in front of the ICAROS pro positioned left and right in the room.
With this setup you have a stable connection and save space. Disadvantageously you can not look back during your workout. Use the sync 
cable to ensure a stable connection.

Place the ICAROS pro between the base stations which are positioned diagonally in the room.
In this setup the distance between the base stations may be slightly larger than the maximum (5 meters / 26 feet) described in the manual of 
HTC Vive. Use the sync cable to ensure a stable connection.

Setup 2 

HTC Vive Base Station B

Monitor

PC

HTC Vive Headset

ICAROS Pro

HTC Vive Base Station A



https://support.steampowered.com/kb_article.php?ref=2001-UXCM-4439&l&l

http://www.icaros.comHTC VIVE Setup

The ICAROS software and hardware is compatible with the systems: HTC Vive, Oculus Rift and Samsung Gear VR
This manual describes the setup of the HTC VIVE system for the ICAROS Pro

For basic settings of the HTC Vive, first check the ‘HTC Vive Pre: Installation Guide‘ from Steam VR Support
https://support.steampowered.com/kb_article.php?ref=2001-UXCM-4439&l&l or  Google → ‘HTC Vive Pre: Installation Guide‘
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1. Turn on your PC and monitor. Install Steam VR.

When Steam VR is running turn on the HTC Vive Base Stations and the HTC Vive Link Box und 
connect them to your PC. Make sure the Headset is connected correctly with the link box. 
Connect the base stations with the sync cable. Set them to A and B.

Place the headset on the base of the ICAROS Pro. Check if the headset and base stations are 
ready.

2. Run Steam VR

3. Calibrate the floor to 55 cm / 21,65 in

Run room setup and choose ‚Standing 
only‘.

55 cm
[ 21,65 in. ]

Setup complete.
Follow the controller installation and 
enjoy your training.

ROOM SCALE STANDING ONLY

Set up for Room-Scale
Set up for Standing Only

Play Room-Scale, Standing, and Seated VR 
experieces. Choose this if you have at least 2 
meters by 1.5 meters, or around 6.5 by 5 feet. 

The location of the ICAROS 
Pro remains unchanged 
during the training.

Back Next

Locate the floor.

CALIBRATE FLOOR

Place the headset on the 
base of the ICAROS Pro and 
click the calibrate floor 
button. The distance to the 
floor is 55cm / 21,65 in.

55 cm   in.

SteamVR

Ready



http://www.icaros.com

The ICAROS software and hardware is compatible with the systems: HTC Vive, Oculus Rift and Samsung Gear VR
This manual describes specifically the connection of the ICAROS controller with the desktop app for the systems: HTC Vive and Oculus Rift

5.

4. 

Controller installation
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Press the button with the circle symbol and hold it for a few seconds until 
the LED on the side of the ICAROS controller flashes green.

When the controller flashes blue in a faster interval, connect the USB 
cable to your PC.

1. Open the ICAROS game folder. 3. Select your setup. For further details check 
the setup of the HMD and read the correspon-
ding instructions.

6. Place yourself in a horizontal position on the 
ICAROS as described on the screen. Press any 
key to start the game.

7. The game starts now. Enjoy the training.

4. Choose between Single and Multiplayer.

2. Open the ICAROS game application.

5. Compare the ICAROS controller from the 
controller list with the 4-digit serial number on 
the side of the controller next to the USB slot. If 
no controller is displayed, close the game app, 
restart the controller and reconnect it as shown 
in the description. Now restart the game appli-
cation.


