
2. SAFETY & PREPARATION
ICAROS R can be used by people weighing up to 110 kg / 242 pounds and measuring 140-200cm / 4,7-6,5 feet.
 

3. USAGE
The procedure described below ensures safe mounting and dismounting of the device.

1) Attaching the controller
Attach the controller to the bracket provided at the right handle as firmly as possible by using the velcro tapes in order to maintain 
precise controls in the game.

1) Mounting
Make sure the roll axis is locked and adjust the preload with the dial at the socket of the ICAROS R before mounting. To mount, 
put one foot on the footrest towards you and hold on to the frame like shown above. Then move your second leg over the device 
and put the foot on the other footrest.

4) Steering
Shift your weight to the left or right to steer in direction of choice. 
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2) Unlock
Unlock the roll axis by pulling out and turning the locking lever.

5) Accelerate
To start and accelerate, turn the right handle upwards. To slow 
down, turn the right handle downwards.

3) VR-goggles and starting position
Put on the VR-goggles reach for the handlebars with outstretched arms and lean forward into the starting position.

6) Dismounting
Lock the roll axis using the locking lever and dismount back-
wards from the unit starting with moving one leg over the rear 
part of the device.

2) Environmental protection
During operation, there is a risk of injury to bystanders from 
the unit. It must be ensured that a protective circle of at least 
1m / 3,2 feet radius around the device is kept free.

1. INSTALLATION
Only use the ICAROS R indoors and make sure that the device is kept level on a flat surface. Keep 1 meter / 3,2 feet of safety space around the device. 
Only use the ICAROS R without healthrestrictions.
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